


Optional Extras Optional Extras

In some cases, combination carbon - s-glass/carbon batten sets may be the best option to

reduce weight and provide optimum stiffness where needed (for instance, in the top 1-3

battens).

Combination batten sets may be recommended by C-Tech, or may be supplied on request.

For further information, see CT22, CT33, CT33S and CT36 batten information sheets.
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Conversions
CT Sailbattens can be supplied as standard rectangular battens or with a custom-built round

luff-end conversion to suit luff hardware.
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Made from solid carbon fibre (extra strength)

Can be made any size to suit receptacles from 16mm to 32mm diameter

Kevlar coated for wear resistance where batten exits receptacle
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Batten ends can be tailor-made to suit your specifications during the manufacturing process. Batten ends can be tailor-made to suit your specifications during the manufacturing process.Custom Luff
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All luff-ends manufactured to standard size (e.g. 19mm x 37mm)

Adding extra reinforcing

Custom luff-end shapes
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Short Joins Short JoinsIn some cases, it may be possible to supply battens with joins at shorter lengths than normal.

(Joins are provided at 8.2m unless otherwise requested).

This can be of benefit when sending freight to remote destinations and may also help to

reduce freight costs.

Short joins may be supplied on request, as long as the position of the join does not

compromise batten strength and reliability.
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