


Yacht Type
& Size Range

Yacht Type
& Size Range

CTLS Leech
Batten (Solid)

CTLS Leech
Batten (Solid)

Key FeaturesKey Features

Compatible
Hardware

Compatible
Hardware

Monohulls: 50ft upwardsMonohulls: 50ft upwards Leisure Cruisers

Racers (cruising sails)

Leisure Cruisers

Racers (cruising sails)

Type of yachts using CT Leech
battens (solid)

Type of yachts using CT Leech
battens (solid)

Size of yachts using CT Leech
battens (solid)

Size of yachts using CT Leech
battens (solid)

Compatible CT Sailbatten HardwareCompatible CT Sailbatten Hardware

Optional Extras (available on request)
The following features are available on request: Kevlar over-braiding.

Optional Extras (available on request)
The following features are available on request: Kevlar over-braiding.

Solid Pultruded battens,
carbon over-lay

Heaviest option

Cost effective

Solid Pultruded battens,
carbon over-lay

Heaviest option

Cost effective

Durable and strong

Flexible luff tip, stiff leech

Durable and strong

Flexible luff tip, stiff leech

For extra durability, solid pultruded leech battens can be coated with layers of prepreg carbon
fibre at 45° and 90° (uni-directional). The addition of carbon fibre provides extra stiffness to the
pultruded batten and helps prevent the tip splitting and splintering of the outer layer. This
provides an effective and durable low-cost solution, particularly for cruising sails.

For extra durability, solid pultruded leech battens can be coated with layers of prepreg carbon
fibre at 45° and 90° (uni-directional). The addition of carbon fibre provides extra stiffness to the
pultruded batten and helps prevent the tip splitting and splintering of the outer layer. This
provides an effective and durable low-cost solution, particularly for cruising sails.
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DSLC: Dome-Shaped Leech CapDSLC: Dome-Shaped Leech Cap
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CT Sailbattens Manufactured by: C-Tech Ltd

PO Box 71-131, Rosebank 1348, Auckland, NEW ZEALAND

Phone:

Fax:

Website:

Email:

+64-9-810-8406

+64-9-828-0095

www.sailbattens.com

info@sailbattens.com
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